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Low Loss IGBT in TrenchStop® and Fieldstop technology  

 
 

 
 
 

 
 

 
• Very low  VCE(sat) 1.5 V (typ.) 
• Maximum Junction Temperature 175 °C 
• Short circuit withstand time – 5μs 
• Designed for frequency inverters for washing machines, fans, 

pumps and vacuum cleaners 
• TrenchStop® technology for 600 V applications offers : 

 - very tight parameter distribution 
 - high ruggedness, temperature stable behavior  

• NPT technology offers easy parallel switching capability due to  
positive temperature coefficient in VCE(sat) 

• Low EMI 
• Low Gate Charge  
• Qualified according to JEDEC1 for target applications 
• Pb-free lead plating; RoHS compliant 

 

  

• Complete product spectrum and PSpice Models : http://www.infineon.com/igbt/ 
 
Type VCE IC VCE(sat),Tj=25°C Tj,max Marking Code Package 

IGB10N60T 600V 10A 1.5V 175°C G10T60 PG-TO263-3-2 

Maximum Ratings 

Parameter Symbol Value Unit 

Collector-emitter voltage VC E 600 V 
DC collector current, limited by Tjmax 
TC = 25°C 
TC = 100°C 

IC  
20 
10 

Pulsed collector current, tp limited by Tjmax IC p u l s  30 
Turn off safe operating area VCE ≤ 600V, Tj ≤ 175°C -  30 

A 
 

Gate-emitter voltage VG E ±20 V 

Short circuit withstand time2)  

VGE = 15V, VCC ≤ 400V, Tj ≤ 150°C 
tS C 5 μs 

Power dissipation TC = 25°C P t o t  110 W 

Operating junction temperature T j   -40...+175 
Storage temperature T s t g  -55...+175 
Soldering temperature (reflow soldering, MSL1)  260 

°C 
 

 
1 J-STD-020 and JESD-022 
2) Allowed number of short circuits: <1000; time between short circuits: >1s. 

PG-TO263-3-2 
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Thermal Resistance 

Parameter Symbol Conditions Max. Value Unit

Characteristic 
IGBT thermal resistance,  
junction – case  

R t h J C   1.35 

Thermal resistance,  
junction – ambient 

R t h J A  Footprint 
6cm² Cu 

65 
40 

K/W 
 

 
Electrical Characteristic, at Tj = 25 °C, unless otherwise specified 

Value 
Parameter Symbol Conditions 

min. typ. max. 
Unit

Static Characteristic 
Collector-emitter breakdown voltage V ( B R ) C E S VG E=0V, IC=0.2mA  600 - - 
Collector-emitter saturation voltage  VC E ( s a t )  VG E = 15V, IC=10A

T j=25°C   
T j=175°C  

 
- 
- 

 
1.5 
1.8 

 
2.05 

- 

Gate-emitter threshold voltage  VG E ( t h )  IC=0.3mA,VC E=VG E 4.1 4.6 5.7 

V 

Zero gate voltage collector current 
 

IC E S VC E=600V,  
VG E=0V 
T j=25°C 
T j=175°C  

 
 
- 
- 

 
 
- 
- 

 
 

40 
1000 

µA 

Gate-emitter leakage current IG E S VC E=0V,VG E=20V  - - 100 nA 
Transconductance g f s  VC E=20V, IC=10A  - 6 - S 
Integrated gate resistor RG i n t    none  Ω 
 
Dynamic Characteristic 
Input capacitance C i s s  - 551 - 
Output capacitance Co s s  - 24 - 
Reverse transfer capacitance C r s s  

VC E=25V,  
VG E=0V,  
f=1MHz  - 17 - 

pF 

Gate charge QG a t e  VC C=480V, IC=10A
VG E=15V  

- 62 - nC 

Internal emitter inductance  
measured 5mm (0.197 in.) from case  

LE  - 7 - nH 

Short circuit collector current1)  IC ( S C )  VG E=15V, tS C ≤5μs 
VC C  = 400V,  
T j  =  25°C 

- 100 - A 

 
1) Allowed number of short circuits: <1000; time between short circuits: >1s. 



 

  IGB10N60T 
 TrenchStop® Series p 
 

 3 Rev. 1.2   12.08.2009
 

 
Switching Characteristic, Inductive Load, at Tj=25 °C 

Value 
Parameter Symbol Conditions 

min. typ. max. 
Unit

IGBT Characteristic 
Turn-on delay time td ( o n )  - 12 - 
Rise time t r  - 8 - 
Turn-off delay time td ( o f f )  - 215 - 
Fall time t f  - 38 - 

ns 

Turn-on energy Eo n  - 0.16 - 
Turn-off energy Eo f f  - 0.27 - 
Total switching energy E t s  

T j=25°C,   
VC C=400V, IC=10A,
VG E=0/15V, 
RG=23Ω ,  
Lσ

2 )=60nH, 
Cσ

2 )=40pF 
Energy losses include 
“tail” and diode 
reverse recovery. - 0.43 - 

mJ 

 
Switching Characteristic, Inductive Load, at Tj=175 °C 

Value 
Parameter Symbol Conditions 

min. typ. max. 
Unit

IGBT Characteristic 
Turn-on delay time td ( o n )  - 10 - 
Rise time t r  - 11 - 
Turn-off delay time td ( o f f )  - 233 - 
Fall time t f  - 63 - 

ns 

Turn-on energy Eo n  - 0.26 - 
Turn-off energy Eo f f  - 0.35 - 
Total switching energy E t s  

T j=175°C,  
VC C=400V, IC=10A,
VG E=0/15V, 
RG= 23Ω  
Lσ

1 )=60nH, 
Cσ

1 )=40pF 
Energy losses include 
“tail” and diode 
reverse recovery. - 0.61 - 

mJ 

 
2) Leakage inductance Lσ  and Stray capacity Cσ due to dynamic test circuit in Figure E. 
1) Leakage inductance Lσ  and Stray capacity Cσ due to dynamic test circuit in Figure E. 
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 f, SWITCHING FREQUENCY  VCE, COLLECTOR-EMITTER VOLTAGE 
Figure 1. Collector current as a function of 

switching frequency 
(Tj ≤ 175°C, D = 0.5, VCE = 400V,  
VGE = 0/+15V, RG = 23Ω) 

Figure 2. Safe operating area 
(D = 0, TC = 25°C, Tj ≤175°C; 
VGE=15V) 
 

    
    

P t
ot
, P

O
W

ER
 D

IS
SI

P
AT

IO
N
 

25°C 50°C 75°C 100°C 125°C 150°C
0W

20W

40W

60W

80W

100W

120W

 

I C
, C

O
LL

E
C

TO
R

 C
U

R
R

E
N

T 

25°C 75°C 125°C
0A

10A

20A

30A

 TC, CASE TEMPERATURE  TC, CASE TEMPERATURE 
Figure 3. Power dissipation as a function of 

case temperature 
(Tj ≤ 175°C) 

Figure 4. Collector current as a function of 
case temperature 
(VGE ≥ 15V, Tj ≤ 175°C) 
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 VCE, COLLECTOR-EMITTER VOLTAGE  VCE, COLLECTOR-EMITTER VOLTAGE 
Figure 5. Typical output characteristic 

(Tj = 25°C) 
Figure 6. Typical output characteristic 

(Tj = 175°C) 
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Figure 7. Typical transfer characteristic 

(VCE=20V) 
Figure 8. Typical collector-emitter 

saturation voltage as a function of 
junction temperature 
(VGE = 15V) 
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 IC, COLLECTOR CURRENT  RG, GATE RESISTOR 
Figure 9. Typical switching times as a 

function of collector current 
(inductive load, TJ=175°C, 
VCE = 400V, VGE = 0/15V, RG = 23Ω, 
Dynamic test circuit in Figure E) 

Figure 10. Typical switching times as a 
function of gate resistor 
(inductive load, TJ = 175°C,  
VCE= 400V, VGE = 0/15V, IC = 10A,  
Dynamic test circuit in Figure E) 
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 TJ, JUNCTION TEMPERATURE  TJ, JUNCTION TEMPERATURE 
Figure 11. Typical switching times as a 

function of junction temperature 
(inductive load, VCE = 400V,  
VGE = 0/15V, IC = 10A, RG=23Ω,  
Dynamic test circuit in Figure E) 

Figure 12. Gate-emitter threshold voltage as 
a function of junction temperature 
(IC = 0.3mA) 
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 IC, COLLECTOR CURRENT  RG, GATE RESISTOR 
Figure 13. Typical switching energy losses 

as a function of collector current 
(inductive load, TJ = 175°C,  
VCE = 400V, VGE = 0/15V, RG = 23Ω,  
Dynamic test circuit in Figure E) 

Figure 14. Typical switching energy losses 
as a function of gate resistor 
(inductive load, TJ = 175°C,  
VCE = 400V, VGE = 0/15V, IC = 10A,  
Dynamic test circuit in Figure E) 
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Figure 15. Typical switching energy losses 

as a function of junction 
temperature 
(inductive load, VCE = 400V,  
VGE = 0/15V, IC = 10A, RG = 23Ω,  
Dynamic test circuit in Figure E) 

Figure 16. Typical switching energy losses 
as a function of collector emitter 
voltage 
(inductive load, TJ = 175°C,  
VGE = 0/15V, IC = 10A, RG = 23Ω,  
Dynamic test circuit in Figure E) 
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Figure 17. Typical gate charge 

(IC=10 A) 
 

Figure 18. Typical capacitance as a function 
of collector-emitter voltage 
(VGE=0V, f = 1 MHz) 
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Figure 19. Typical short circuit collector 

current as a function of gate-
emitter voltage 
(VCE ≤ 400V, Tj ≤ 150°C) 

Figure 20. Short circuit withstand time as a 
function of gate-emitter voltage 
(VCE=600V, start at TJ=25°C, 
TJmax<150°C) 
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 tP, PULSE WIDTH   
Figure 21. IGBT transient thermal resistance 

(D = tp / T) 
 

 

R , ( K / W )  τ ,  ( s )   
0.2911 6.53*10-2 
0.4092 8.33*10-3 

0.5008 7.37*10-4 
0.1529 7.63*10-5

C 1=τ1/R1

R1 R2

C2=τ2/R 2



 

  IGB10N60T 
 TrenchStop® Series p 
 

 10 Rev. 1.2   12.08.2009
 

 

 PG-TO263-3-2



 

  IGB10N60T 
 TrenchStop® Series p 
 

 11 Rev. 1.2   12.08.2009
 

 

 
Figure A. Definition of switching times 

 

 Figure B. Definition of switching losses 
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Figure C. Definition of diodes 
switching characteristics 
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Figure D. Thermal equivalent 
circuit 
 
 
 

Figure E. Dynamic test circuit  
Leakage inductance Lσ =60nH 
and Stray capacity  Cσ =40pF. 
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Published by 
Infineon Technologies AG 
81726 Munich, Germany 
© 2009 Infineon Technologies AG 
All Rights Reserved. 
 
 
 
Legal Disclaimer 
 
The information given in this document shall in no event be regarded as a guarantee of conditions or 
characteristics. With respect to any examples or hints given herein, any typical values stated herein and/or 
any information regarding the application of the device, Infineon Technologies hereby disclaims any and all 
warranties and liabilities of any kind, including without limitation, warranties of non-infringement of intellectual 
property rights of any third party. 
 
 
 
Information 
 
For further information on technology, delivery terms and conditions and prices, please contact the nearest 
Infineon Technologies Office (www.infineon.com). 
 
 
 
Warnings 
 
Due to technical requirements, components may contain dangerous substances. For information on the 
types in question, please contact the nearest Infineon Technologies Office. Infineon Technologies 
components may be used in life-support devices or systems only with the express written approval of 
Infineon Technologies, if a failure of such components can reasonably be expected to cause the failure of 
that life-support device or system or to affect the safety or effectiveness of that device or system. Life support 
devices or systems are intended to be implanted in the human body or to support and/or maintain and 
sustain and/or protect human life. If they fail, it is reasonable to assume that the health of the user or other 
persons may be endangered. 
 

 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


